


WHAT IS VERSETTA STONE®?

Versetta Stone® is a stone siding panel that is mortarless and cement-based. Its 
panelized design is installed with mechanical fasteners, allowing carpenters and 
contractors to recreate the beauty and craftsmanship of authentic stone masonry 
using nails or screws.

For over 50 years, Boral® has worked to build a reputation for quality, authenticity 
and design by consistently improving and perfecting the production process for 
manufactured stone veneer, becoming the most recognized brand in the industry. 
With a combination of lightweight concrete, basic aggregate, water, and mineral 
oxide pigments, the master craftsmen can not only mimic the look of natural stone, 
but also improve upon it with more consistent color, quality and weight. From this 
knowledge, expertise and dedication to innovation comes Versetta Stone® – 
a new, mortarless stone siding with a modern installation method.

1

Shown on cover: Ledgestone, Terra Rosa



WHY CHOOSE VERSETTA STONE®?

QUALITY SYSTEM SELECTION SPEED

†See Versetta Stone® Product Data Sheet for proprietary test results, located at VersettaStone.com

From new construction to remodeling, exterior facades to stunning interiors, Versetta Stone® 
adds the beautiful detail of traditional stone masonry to residential and commercial buildings. 
With a modern installation method, Versetta Stone offers a complete system founded on 
quality, selection, and speed.

A REPUTATION FOR QUALITY, PERFORMANCE, AND INNOVATION 
• Tested and approved to rigorous building code standards†

• Class A Fire Rating†

• Withstands freezes, thaws, normal winds and heat†

• NAHB Green Approved Product
• Minimum of 50% recycled content as validated by UL Environment™

• ICC Evaluation Service Report ESR-2859

 2 FT2

Per Panel
 50-YEAR

Limited Transferable
 Warranty

110 MPH
 Wind Resistance†
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Tight-Cut, Sterling



LEDGESTONE
Similar to dry stack or sandstone, the rugged 
texture and purposeful irregularity offers a well-
worn look that suggests years in the elements.
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Northern Ash

Mission Point

Plum Creek

Sterling

Terra Rosa
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Terra Rosa

TIGHT-CUT
With the traditional look of Random Ashlar 
or quarried limestone,  this profile fits tightly 
together to emulate rural 19th century 
American architecture.
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